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TECHNICAL CHARACTERISTICS

> Display: single-sided 
> Display size: from 12 to 28 A4 
>  Glazing: 4 mm thick safety glass, screen-printed 

black frame on 60 mm wide glazing
> Opening system: raising door with gas struts 
> Closure: safety lock with 2 keys. Invisible hinges 
> Waterproofing: elastomer seal 
>  Procity® magnets: included (1 per A4, limited  

to 20 per notice board)
>  Header board: available with or without 

"INFORMATION" adhesive inner header strip,  
100 mm high, glued in factory

INSTALLATION

>  Wall-mounted (Fittings not supplied)  
or on 60 x 40 mm posts (concreted  
directly into the ground)

“EDGE” NOTICE BOARDS - DEPTH 80 MM
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OPTION

> LED lighting kit

FINISH PAINTED

>  Interior finish: white lacquered galvanised sheet 
metal baseplate, light grey back

> Frame finish: silver anodised aluminium

Anodised

PRODUCT CODES  
& DIMENSIONS

12 A4 16 A4 21 A4 28 A4

Outside dimensions H 1420 x W 760 mm H 1420 x W 970 mm H 1120 x W 1600 mm H 1420 x W 1600 mm

Door type Raising Raising Raising Raising

Without inner "INFORMATION" header board

Visible display surface H 1296 x W 636 mm H 1296 x W 846 mm H 996 x W 1476 mm H 1296 x W 1476 mm

Wall-mounted version 501100 501101 501102 501103

Post-mounted version 501300 501301 501302 501303

With inner "INFORMATION" header board

Visible display surface H 1196 x W 636 mm H 1196 x W 846 mm H 896 x W 1476 mm H 1196 x W 1476 mm

Wall-mounted version 501110 501111 501112 501113

Post-mounted version 501310 501311 501312 501313

Optional LED kit 509123 509102 509106 509133

Code 501313

Code 501100


