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> > New version : with “INFORMATION” internal header < <

TRADITION notice boards

2 versions

7 dimensions

With or whitout header

Tradition dual door notice board 
with optional header panel 

Tradition notice board with single side
opening door and post kits



19

www.procity.co.uk
www.procity.eu 

OUTDOOR DISPLAY
TRADITION NOTICE BOARDS - DEPTH 30 mm

TECHNICAL CHARACTERISTICS

> Display: single sided
> Display area: from 2 to 18 A4
> Glazing: 4 mm Plexichoc®

>  Opening system: side opening reversible or double  
side opening dual door

>  Closure: tamper-proof safety lock with 2 keys
> Waterproofing: elastomer seal
> Aluminium frame
>  Version with “INFORMATION” header inside:  

adhesive header strip, H70 mm, factory fitted
> Vitincom® magnets: included (1 per A4)

INSTALLATION

>  Installation to wall (bolts or screws not supplied)  
or on posts

OPTIONS

>  60 x 40 mm post kits
>  Header panel: Dome, Wave or Rectangle
> LED lighting kit
> Additional magnets

PRODUCT CODES & DIMENSIONS 
 

 

2 A4 4 A4 6 A4 8 A4 9 A4 8 A4 18 A4  

No internal header

External dimensions 
Window size

H 400 x W 550 mm 
H 303 x W 453 mm

H 750 x W 550 mm 
H 653 x W 453 mm

H 750 x W 750 mm 
H 653 x W 653 mm

H 830 x W 980 mm 
H 733 x W 883 mm

H 1050 x W 750 mm 
H 953 x W 653 mm

H 750 x W 1200 mm  
2 x H 653 x W 516 mm

H 1050 x W1400 mm  
2 x H 953 x W 616 mm

Anodised 505000 505001 505002 505060 505003 505075 505076

Painted 405000 405001 405002 405060 405003 405075 405076

With internal header 

External dimensions 
Window size - H 750 x W 550 mm 

H 653 x W 453 mm
H 800x W 750 mm 
H 653 x W 653 mm

H 830 x W 980 mm 
H 733 x W 883 mm

H 1100 x W 750 mm 
H 953 x W 653 mm

Anodised - 505061 505062 505063 505064

Painted - 405061 405062 405063 405064

Optional LED kit 509100 509100 509101 509117 509101 509120 509121

Code 405003 + 409013

FINISH

>  Interior finish: galvanised steel sheet lacquered in 
white on interior back panel, light grey (RAL 7032) 
on the exterior back panel

>  Frame finish: silver anodised aluminium, or painted 
in our Vitincom® colour range

RAL 6005RAL 5010 RAL 3004Anodised RAL 9005RAL 8017

Code 405061


