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PROVINCE steel bollard

> > New model:tall brushed stainless steel < <

5 a choice of top caps

Ø 76 or 114 mm
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TECHNICAL CHARACTERISTICS

> Steel tube: Ø 76 or 114 mm 
> Tube thickness: 3 mm 
>  Above-ground height: 1000 mm (excluding 

top cap)
> Total height: 1180 mm (excluding top cap) 
>  Choice of five models: City, Agora, Sphere, 

brushed stainless steel (standard or tall)
>  Top caps: welded cast steel, machined  

and welded cast steel, die-cast aluminium  
or stainless steel

INSTALLATION

> Installation: concreted directly into ground

PROVINCE STEEL BOLLARD

OPTIONS

>  Can be made removable with Lockblock® 
Code 206557 for bollard Ø 76 mm 
Code 206558 for bollard Ø 114 mm

FINISH PAINTED

> Zinc primed and painted in our colours

RAL 8017RAL 6005RAL 5010 RAL 3004RAL 3020

Corten effectPROCITY® GreyRAL 9005RAL 9010RAL 7044

Code 206320Code 206402

Lockblock®

City Agora Sphere
Brushed  

stainless steel
Tall brushed  

stainless steel

PRODUCT CODES AND DIMENSIONS

City Agora Sphere
Brushed 
stainless 

steel

Tall brushed  
stainless 

steel
Steel bollard Ø 76 mm

Height above ground 1105 mm 1035 mm 1102 mm 1010 mm 1100 mm

Codes 206320 206304 206402 206390 206356

Steel bollard Ø 114 mm

Height above ground 1158 mm 1052 mm 1143 mm 1010 mm

Codes 206493 206497 206496 206391

STEEL BOLLARDS

DRAWING - INSTALLATION DRAWING

Steel bollard 
Ø 76 mm
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City top cap: H 105 mm

Agora top cap: H 35 mm

Sphere top cap: H 102 mm

Brushed stainless steel 
top cap: H 10 mm
Tall brushed stainless steel 
top cap: H 100 mm

Rebar Ø12
(not supplied)

Ground


